WARNING
BEWARE OF UNDERGROUND SERVICES.
The locations of underground services are approximate only and their exact position should be proven on site. No guarantee is given that all existing services are shown.

TYPICAL FLOODWAY CROSS SECTION

NOTE:
1. REFER TO STANDARD DRAWINGS CS3602 AND CS3113.
2. RELIEVE FLOODWATER PITS WHERE SPECIFIED BY SUPERINTENDENT. REFER TO STANDARD DRAWING CS3113. FOR DETAILS.
3. WIRE MACHERS TO BE PLACED AT EACH END AS DIRECTED BY SUPERINTENDENT.
4. MATCH LONGITUDINAL GRADE TO SAT EXIST.
5. CHECK AUA,C CLEARANCE CERTIFICATES PRIOR TO WORKS.

ROAD CLASSIFICATION  CARRIAGE WIDTH

| TYPE | W | W
|------|---|---
| PASTRAL 1 | 6 m | 6 m
| RURAL - LOCAL LOTS = 25HA RURAL LIVING | 8 m | 8 m
| RURAL ARTERIAL AND SECONDARY ROADS, LOTS > 25 HA RURAL LIVING | 10 m | 10 m
| LOTS = 25 HA RURAL LIVING | 9 m | 9 m

ISSUED AS A STANDARD DRAWING
Northern Territory Government

J. Leeson
AUG 2017
EES/DIPL

S. Hatz
AUG 2017
S. Jackson
1/09/2017

Pavement Information Updated
SEPT 2017
J. Leeson
EES/DIPL

Pavement Information Updated
SEPT 2017
J. Leeson
EES/DIPL