WARNING
BEWARE OF UNDERGROUND SERVICES.
THE LOCATIONS OF UNDERGROUND SERVICES ARE APPROXIMATE ONLY AND THEIR EXACT POSITION SHOULD BE PROVEN ON SITE. NO GUARANTEE IS GIVEN THAT ALL EXISTING SERVICES ARE SHOWN.

NOTES:
1. 100mm thick (25mm concrete with 6mm mesh top & bottom), 2 layers 3.0mm thick timber on bottom and 3.0mm thick ply on site.
2. Thickness for the thickness of the panel is some more. Provide skinnings over the slab.

SLAB LAYOUT PLAN (OPTION 2)

TYPICAL COLUMN FIXING TO SLAB DETAIL

CONCURRED STRUCTURAL ONLY
DEPARTMENT OF INFRASTRUCTURE, PLANNING & LOGISTICS
Level 4, Highway House, Palmerston Circuit, Palmerston
PO Box 61, Palmerston NT 0831

DRAWING IS TYPICAL ONLY; OBTAIN BUILDING PERMIT BEFORE CONSTRUCTION.

S.HATZI 15/09/2017
S.JACKSON 15/09/2017

© 2017 Government of Northern Territory
Northern Territory Government

STANDARD DRAWINGS
BUS SHELTERS & ASSOCIATED INFRASTRUCTURE
SHELTER - TYPE 14C - 4 BAY
SLAB LAYOUT PLAN AND DETAIL (OPTION 2)