WARNING
BEWARE OF UNDERGROUND SERVICES.
THE LOCATIONS OF UNDERGROUND SERVICES ARE
APPROXIMATE ONLY AND THEIR EXACT POSITION
SHOULD BE PROVEN ON SITE. NO GUARANTEE IS GIVEN
THAT ALL EXISTING SERVICES ARE SHOWN.

NOTES:
1. DO NOT SCALE DRAWINGS
2. BUILDER SHALL BE RESPONSIBLE FOR THE STRUCTURE DURING ERECTION
AND PROVIDE PROPER MARKING AND SUPPORTS
3. PROVIDE SAFETY BARRIERS IN ACCORDANCE WITH NT WORK SAFE
REQUIREMENTS PERMITTED OF WORK AREA.
4. DRAWINGS TO BE RED IN COMPLIANCE WITH ASSOCIATED ARCHITECTURAL
DRAWINGS
5. ALL HOLLOW SECTION MEMBERS TO BE GRADE 35 STEEL
6. ALL STEELWORK TO BE IN ACCORDANCE WITH AS 4100.99
7. ALL STEELWORK TO BE IN ACCORDANCE WITH AS 4100.99
8. ALL STEEL TO BE 1.5" CONTINUOUS FILLET WELD, 160
9. THE WORKS IDENTIFIED "RAISED" GRADE IS HOT DIPPED GALV. STUDDING FIXED
WITH "RAISED CHEVRON ROSE".

CAUTION:
1. CONTRACTOR TO USE "RAISED CHEVRON ROSE" TO ENHANCE VIZ OF ANY
SITE WORKS.
2. CONTRACTOR TO ENSURE THAT NEW WORKS DO NOT DAMAGE ANY EXISTING
SERVICES. CONTRACTOR TO LOCATE ALL EXISTING UNDERGROUND AND
UNDERGROUND SERVICES IN THE VIGOR OF THE SITE WORKS.
3. THE WORK SHOULD BE MAINTAINED WHEN WORKING AND EXCAVATING IN ALL AREAS.
4. CONTRACTOR TO PROVIDE ALL SAFETY BARRIERS AND WARNING SIGNS DURING
CONSTRUCTION.

DRAWING IS TYPICAL ONLY. OBTAIN ENGINEERING STRUCTURAL CERTIFICATE BEFORE CONSTRUCTION.