**GENERAL**

1. **These drawings shall be read in conjunction with contract documents and refer any references to the superintendent.**
2. **All speeds relevant to the job of the DTC shall be adhered to by the contractor prior to any construction work.**
3. **Location and size of all lines are subject to change.**
4. **Refer to the drawings for details of the site specific requirements.**
5. **This drawing is intended for use by the contractor in the construction of the works.**
6. **Provisions of the Northern Territory Building Code and the Building Commissioner are to be adhered to.**
7. **This drawing is intended for use by the contractor in the construction of the works.**
8. **Product shall be fabricated in accordance with the drawings and specifications.**
9. **Product shall be fabricated in accordance with the drawings and specifications.**
10. **Product shall be fabricated in accordance with the drawings and specifications.**

**CONCRETE**

- **Concrete strength:** (Typical)
- **Concrete mix:** (Typical)
- **Concrete curing:** (Typical)

**Wind Loads in accordance with AS 1170.2-2011**

- **Wind pressure:** (Typical)
- **Wind region:** (Typical)
- **Wind exposure:** (Typical)
- **Wind speed:** (Typical)

**Live Loads in accordance with AS 1170.1-2002**

- **Live load:** (Typical)
- **Live load factor:** (Typical)
- **Live load duration:** (Typical)

**EXISTING CONDITIONS AND SERVICES**

1. **Contractor to use the services prior to commencement of any site works.**
2. **Contractor to ensure that all works do not interfere with existing services.**
3. **Contractor to carry out the work in a safe manner.**

**DEEM TO COMPLY (DTC) REFERENCES**

- **The following table lists DTC references.**
- **The following table lists DTC references.**
- **The following table lists DTC references.**

**ELEMENT**

- **Manufacturer:** (Typical)
- **Product:** (Typical)
- **DTC Drawings No:** (Typical)

**DRAWING IS TYPICAL ONLY. OBTAIN BUILDING PERMIT BEFORE CONSTRUCTION.**

---

**WARNING**

- **Building and materials shall be in accordance with AS 2392 and AS 1684-2.1.**
- **All materials to be kept off site.**
- **All materials shall be stored in a dry, windproof, and fire-resistant area.**
- **All materials shall be stored in a dry, windproof, and fire-resistant area.**
- **All materials shall be stored in a dry, windproof, and fire-resistant area.**

**CONCRETE**

- **Concrete strength:** (Typical)
- **Concrete mix:** (Typical)
- **Concrete curing:** (Typical)

---

**STANDARD DRAWINGS**

**BUS SHELTERS & ASSOCIATED INFRASTRUCTURE**

1. **Shelter Type:** 15A (Purlin Roof System)
2. **General Notes:**
   - **Shelter and associated infrastructure shall be designed and constructed in accordance with the drawings and specifications.**
   - **Shelter and associated infrastructure shall be designed and constructed in accordance with the drawings and specifications.**
   - **Shelter and associated infrastructure shall be designed and constructed in accordance with the drawings and specifications.**