WARNING
BEWARE OF UNDERGROUND SERVICES.
THE LOCATIONS OF UNDERGROUND SERVICES ARE APPROXIMATE ONLY AND THEIR EXACT POSITION SHOULD BE PROVEN ON SITE. NO GUARANTEE IS GIVEN THAT ALL EXISTING SERVICES ARE SHOWN.

SPEED LIMIT
110km/h
1km AHEAD

NOTES:
1. ALL DIMENSIONS ARE IN METRES UNLESS NOTED OTHERWISE.
2. BACKGROUND OF SIGN TO BE BLUE CLASS 1 IN COLOUR.
3. WRITING AND BORDER TO BE WHITE CLASS 1 IN COLOUR.
4. THE SIGN IS TO BE BRACKED WITH 38MM STEEL TUBE OR SIMILAR MATERIAL FROM TOP TO BOTTOM TO BE DETERMINED BY THE MANUFACTURER.
5. HEIGHT - SITE BOARD TO BE ATTRACTION TO ROLLER FROM GROUND.
6. PLATE SIZE TO BE THE SAME REGARDLESS OF SPEED LIMIT AHEAD.
7. THE HOTS BOARD IS TO BE EXECUTED IN ACCORDANCE WITH THE FOLLOWING SPECIFICATION.

1.1 SIGNS:
A. SIGN TO BE SUPPORTED BY 2 38MM GALVANIZED PIPES
B. POST SPACING TO BE 4.8M MAX. WIDTH OF SIGN.

1.2 MOUNTING DETAIL:
A. POSTS SHOULDN'T BE IN CONTACT WITH SIGN SHEETING BRACING OVER THE FULL HEIGHT OF THE SIGN.
B. SPOT WELDING OR BOLTING TO BRACING OR ATTACHMENTS APPROVED BY THE SUPERINTENDENT SHOULD BE USED.

1.3. MOUNTING DETAIL:
A. POSTS MOUNTED IN 38MM GALVANIZED AND 1100MM DEEP. THIS MAY BE MARKED IN PLACE AS DETERMINED BY THE SUPERINTENDENT.
B. POSTS TO BE SET IN CONCRETE.

SIGN PLATE
NOT TO SCALE